REINFORCING STEEL]
SEE GEN. NOTES

A+—

DO

SROOM FINISH TRANVERSELY 1O [ITRAFFIC,
JSe BOD BREAK MATERIAL AROUND ANY UTILITY STACK THAT IS
SURROUNDED BY FPAVEMENT,
MAKE SURE TOP OF SUBGRADE IS DAMP PRIOR TO POURING
CEMENT, *|

HAVE AN INDEPENDENT LAB TeST CONCRETE. *Z

WHENSAW CUT TING, MATCH EXISTING PAVEMENT SAW CUTS,

R.0. W,

T TN\

PROPOSED DRIVEWAY

REINFORCING STEEL
SEE GEN. NOTES

/

ANCHOR JOINT

Ae—

EXISTING CONCRETE
PAVEMENT

DOWEL - 20" - #4 SMOOTH
BOR © 24" CENTERS
WITH APPROVED EPOXY RESIN

CONCRE Tz DRIVWAY: MISCELLANEOUS GENERAL NOTES

DO NOT

WALK IN PREVIOUSLY VIBRATED CEMENT, %2
ACCeERP T CEMENT MIX GReEATER THAN A THRE: INCH SLUMP,

* % % 3

USE
ADD

LEAV
Slee

10" TO 12"

A WOODERN STRAIGHT EDGE. **x*x%4
WATER AFTER CEMENT MIX HAS BEEN DISCHARGED. #***%x*5

- ANY DeBRIS NellTHER ON SUBGRADE NOR ON/ZAROUND
.

ITRAFFIC CONTROL PLANS SHOULD FOLLOW STANDARS ACCORDING TO [THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES

I LIGHTLY MOISTEN SUBGRADE TO ASSIST CeMeNT HYDRANTION. *2 TeEST TO EVALUATE COMPRESSIVE STRENGHT, *#x2 MAINTAIN
PROPER CEMENT MIX SEGREGATION, **+5 [THERE IS NO MARGIN TO ADD WATER. *x*x4 [JSE A 20" METAL STRAIGHT tEDGE 10
DISPERSE CEMENT, *#x*xx5 MAINTAIN SLUMP CONSISTENCY,

%" HOLE BLOWN CLEAN

//// (USE AR COMPRESSOR)

T N

Z

%

PROPOSED CONC.

/5> THICK
OF ROAD

SUBGRADE

ScCIHION A - A
ANCHOR JOINT De TAIL

EXISTING ROADWAY

1. CONC. THICKNESS (T) — RESIDENTIAL =6" COMMERCIAL =8" AND INDUSTRIAL =9’
2. USE CONCRETE CLASS A (ITEM 421.4, 2004 SSB)
3. STEALL REINFORCEMENT RESIDENTIAL AND COMMERCIAL — #4@18”

4. RADIUS (R) AS APPR. BY THE ENGINEER
o. REDWOOD EXPANSION JOINT @ ROW LINE
o. SUBGRADE TO TxDOT STANDARDS AND ENGINEER APPROVAL

/. CONFROM TO TxDOT 2004 STANDARD SPEC. BOOK ITEMS 421, 230, 531, AND 25560
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