
LANDSCAPE REQUIREMENTS: 
 
MUST HAVE ONE 2” CALIPER TREE 
PER 4,000 SQUARE FEET OF LOT ARE WITH A MINIMUM OF 4 
TREES. 
 
STREET TREES 
 
MUST HAVE ONE 3” CALIPER LARGE TREE PER 50 LINEAR FEET 
OF STREET FRONTAGE WITH A MINIMUM OF 2 TREES. ALL 
STREET TREES MUST BE LOCATED WITHIN 30’ OF THE 
PROJECTED STREET CURB. 
 
PARKING LOT TREES 
 
ALL REQUIRED PARKING SPACES MUST BE LOCATED WITHIN 
120’ OF THE TRUNK OF A 2” CALIPER LARGE CANOPY TREE.  
PARKING LOT TREES MAY NOT BE PLANTED CLOSER THAN 2.5’ 
TO THE PAVED PORTION OF THE PARKING LOT.  
 
SCREENING OF OFF-STREET 
PARKING  
 
SCREEN ALL PARKING LOTS ON THE LOT ALONG THE ENTIRE 
ADJACENT PUBLIC STREET FRONTAGES. SCREENING MUST BE 
VOLUNTARY. MUST BE VOLUNTARY AND AT LEAST 3 FEET IN 
HEIGHT (EX. LARGE EVERGREEN SHRUBS, 3’ HEIGHT, 7-9 
GALLON, 3’ ON CENTER, 3’ WIDE BED, OR 3’ TALL SOLID 
FENCE, OR 3’ TALL BERM, OR A COMBINATION).  
 
FOUNDATION PLANTING STRIP  
 
LARGE EVERGREEN SHRUBS (3’ HEIGHT, 7-9 GALLONS, 3’ TO 
6’ ON CENTER) IN A 3’ WIDE BED ALONG THE FOUNDATION OF 
THE BUILDING THAT EXTENDS AT LEAST 50% OF THE PORTION 
THE FOUNDATION THAT FACES A STREET. 
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