GENERAL NOTES (ALL ELECTRICAL SHEETS):
A ALL WIRING SHALL BE IN CONDUITS. NO EXPOSED CONDUIT I

B.

ALLOUED.

ALL EXIT SIGNS SHALL BE ON DEDICATED CIRCUIT AND AHEAD
OF SWITCH. EXIT SIGNS AND EXTERIOR EMERGENCY LIGHTS SHALL
BE AHEAD OF SWITCH. REFER TO PANEL SCHEDULE "IB" FOR
CIRCUIT ASSIGNMENT.

ALL INTERIOR EMERGENCY LIGHT FIXTURES SCHEDULED TO BE
SWITCHED SHALL BE SWITCHED IN A WAY THAT THE EMERGENCY
BATTERY ¢ BALLASTS SHALL NOT BE ACTIVIATED UNLESS THERE
15 A POUER FAILURE OR OUTAGE.

LIGHT FIXTURES WITH HATHCED SHALL BE WITH EMERGENCY
BALLAST AND BATTERY TO SUPPORT 2 LAMPS WITH FULL LUMENS
OUTPUT FOR A MIN. OF 92 MINS.

REFER TO LIGHT FIXTURE SCHEDULE FOR ADDITIONAL
INFORMATION. TYPICAL LIGHT FIXTURE TYPES ARE SHOUN IN ONE
AREA AND SHALL BE TYPICAL IN OTHER SIMILAR AREA.

COORDINATE MOUNTING HEIGHT AND LOCATIONS OF LIGHT
FIXTURES WITH ARCHITECT.

CONTRACTOR SHALL PAY FOR ALL RELATED EXPENSES TO
PROVIDE A COMPLETE AUTOMATIC LIGHTING CONTROL SYSTEM
PER AHJ AND [ECC.

CONTRACTOR SHALL INCLUDE IN BID TO PROVIDE A COMPLETE
FIRE ALARM SYSTEM WITH SMOKE DETECTORS, FIRE DAMPERS,
TAMPER AND FLOW SWITCHES AS REQUIRED PER NEC AND AHJ.

PROVIDE EMERGENCY PULL ALARM SYSTEM AND DEVICES AS
REQUIRED.

CONTRACTOR SHALL PROVIDE CONDUITS ¢ QUTLETS FOR
TELEPHONE AND CABLE T.v. SEVICES. RUN NEW SERVICES TO THE
PROFPERTY LINE PER UTILITY COMPANY SPECS. AND
REQUIREMENTS.

PROVIDE DOOR ALARMS AT LOCATION PER ARCHITECTURAL
PLANS AND TIE IN ALARM DEVICES DOOR ALARM SYSTEM AS
REQUIRED. COORDINATE INSTALLATION WITH ARCHITECT.

ALL EXTERIOR LIGHTS SHALL BE CONTROLLED VIA PHOTOCELL
UNLESS OTHERWISE NOTED.

NO MORE THAN & OUTLETS ALONG THE CORRIDOR SHALL BE
CONNECTED TO EACH 120V, 20A CIRCUIT.

CONNECT ALL ELECTRICAL PER ASSOCIATED PANEL SCHEDULE.
REFER TO PANEL SCHEDULE SHEETS FOR ADDITIONAL
INFORMATION.

ALL EXTERIOR MOUNTED EQUIPMENT SHALL BE WEATHERPROOF
NEMA-3R RATED.

LIGHT FIXTURES SHALL BE CONTROLLED BY LIGHT SWITCH OR
SWITCHES AS SHOUN WITHIN THE SAME ROOM UNLESS OTHERWISE
NOTED.

CONNECT LIGHT FIXTURES TO CIRCUIT AS SHOUN IN ROOM UNLESS
OTHERWISE NOTED.

EMERGENCY FROG EYE LIGHT FIXTURES SHALL BE AHEAD OF LIGHTING
CONTROL MEANS UNLESS OTHERWISED NOTED.

STAIRWAY LIGHTS SHALL BE AHEAD OF BUILDING AUTOMATIC LIGHTING
CONTROL MEANS. PROVIDE DEDICATED CIRCUIT AS SHOUN 120V, 20A
TO SERVE STAIRWAY LIGHTS ALONG THE SAME STACK ACCORDINGLY
(IST TO 4TH FLOOR).

WHEN BI-LEVEL SWITCHING IS UTILIZED, ALL LIGHT FIXTURES WITHIN
THE SAME ROOM SHALL BE CONTROLLED AS FOLLOWS UNLESS
OTHERWISE NOTED.

3-LAMP FIXTURE
(2) LAMPS ON ONE SWITCH
(1) LAMP ON OTHER SWITCH

2 LAMP FIXTURE
EACH LAMP SHALL BE CONTROLLED SEPARATELY.

PROVIDE SPECIAL OUTLETS WITH APPROPRIATE NEMA CONFIGURATION
AS REQUIRED PER UL AND NEC.

. COMPLY WITH ALL APPLICABLE BUILDING CODES.

2. PROVIDE 3/4" Ty & DATA CONDUITS FROM WALL OUTLET BOX
WITH FACE PLATES TO CEILING SPACE.

3. ROUTE CONDUITS SQUARE WITH BUILDING CONCEAL IN WALLS
OR ABOVE CEILING.

4. ALL CONDUCTORS TO BE COPFER THHN OR THIN 20 AMP CIRCUIT
TO BE *12 PANEL BOARDS AND SWITCH GEAR SQUARE D.

5. COORDINATE WORK WITH ALL TRADES BEFORE PROCEEDING.

6. PROVIDE HONEYWELL FRONT DESK SMOKE DETECTION SYSTEM
CONSOLE FOR ROOM DETECTORS IN ALL ROOMS. PROVIDE
AUDIO-VISUAL DETECTORS IN PUBLIC TOILETS ¢ LOBBY ALL N
COMPLIANCE WITH LFC.

1. CONTRACTORS TO LABEL ALL PANEL BOARDS PANEL
SQUARE D GRADE.

8. LIGHTING IN PUBLIC AREAS RESTROOMS ¢ STAIRWAYS MUST
SHALL BE ON MOTION DETECTORS.

9. ELECTRICAL RECEPTACLES IN THE GUEST ROOM ARE TO BE
INSTALLED 18" TO CENTRE FROM FININSH FLOOR SURFACE,
UNLESS CONCEALED BY FURNITURE OR FOR A SPECIAL USE
SUCH AS AT A YANITY OR COUNTER THERE MUST BE AT LEAST
ONE UNOBSTRUCTED ELECTRICAL OUTLET CONVENIENTLY
AYAILABLE TO THE WORK AREA.

1. ELECTRICAL, TELEVISION AND TELEPHONE WALL BOXES N
COMMON WALLS ADJOINING GUESTROOMS SHALL BE OFFSET A
MINIMUM OF 12" AND INSTALLED IN A MANNER TO PREVENT
SOUND TRANSMISSION IN WOOD OR LIGHT STEEL FRAME
CONSTRUCTION THERE SHOULD BE A SOLID MEMBER BETWEEN
OUTLETS.

I. MASTER TELEYISION ANTENNA OR CABLE TELEVISION SYSTEM
SHALL BE PROVIDED. ELECTRICAL OUTLETS FOR TELEVISION
CABLE SHOULD BE NO HIGHER THAN 12" ABOYE THE FLOOR

OR COMPLETELY HIDDEN FROM VIEW BY GUESTROOM FURNITURE.

2. PROVIDE "J' BOX W/ 3/4" CONDUIT ¢ PULL WIRE AT EACH
OUTSIDE DDOR (STIKE SIDE) ¢ EXTEND TO FRONT DESK

13. PTAC UNITS MUST HAYVE HARDUWIRED SUB-BASE DISCONNECT.

14. PROVIDE CAT 5 COMMUNICATION CONDUCTORS AS DIRECTED.

5. PROVIDE COMPLETE SYSTEM OF ROOFTOP LIGHTNING

PROTECTION AS PER NFPA REQUIREMENTS WHEN IT 1S REQUIRED
BY THE AHJ.

6. ARC FAULT PROTECTIN SHALL BE PROVIDED IN EACH GUEST
ROOM PER NEC 2008 AND AHJ.

M. ELECTRICAL WORK SHALL BE PER NEC 2008, APPLICABLE
CODES, LOCAL CITY ELEC. ORDINANCE AND AHJ.

18. PANTRY CEILING LIGHTS PROVIDE LENS COVERS.

9. GUEST LAUNDRY, YENDING ¢ PUBLIC RESTROOMS PROVIDE
CONTINUOUS OR ENTRY ACTIVATED LIGHTING.

20.PROVIDE AN INNCOM ENERGY MANAGEMENT SYSTEM INNCOM
W/RI, ROOM MOTION SENSORS INN TOUCH DOORBELL SYSTEM

FOR 17 ROOMS WIRED AS RECOMMENDED BY MANUFACTURER

2. CONFIRM RECEPTACLE AND LIGHTING LOCATION WITH
ARCHITECTUAL DUG. PRIOR TO BID.

22. PROVIDE GROUND MOUNTED AND TREE MOUNTED LIGHT
FIXTURES FOR FINAL INSTALLATION.

23. OUNER OPTION - PROVIDE CEILING FANS FOR EVERY

GUESTROOM W/ 2-3WAY SWITCHES PER FAN.

24. THERE SHALL BE A 30"x48" CLEAR SPACE PROVIDED @ ALL
CONTROL DEVICES, 1 .SWITCHES, THERMOSTAT CONTROLS.

25. REFER TO MECHANCAL PLANS FOR EXACT PTAC NUMBER
ASSIGNMENT AND ASSOCIATED POWER REQUIREMENTS.

26. WIRE SIZES SHALL BE IN COMPLIANCE WITH APPLICABLE
CODES AND NEC.

GENERAL NOTES (SHEETS Ei THROUGH E9):

A ALL WIRING SHALL BE IN CONDUITS. NO EXPOSED CONDUIT 1S
ALLOWED.

B. ALL EXIT SIGNS SHALL BE ON DEDICATED CIRCUIT AND AHEAD
OF SWITCH. EXIT SIGNS AND EXTERIOR EMERGENCY LIGHTS SHALL
BE AHEAD OF SWITCH. REFER TO PANEL SCHEDULE "IB" FOR
CIRCUIT ASSIGNMENT.

C. ALL INTERIOR EMERGENCY LIGHT FIXTURES SCHEDULED TO BE
SWITCHED SHALL BE SWITCHED IN A WAY THAT THE EMERGENCY
BATTERY ¢ BALLASTS SHALL NOT BE ACTIVATED UNLESS THERE
15 A POWER FAILURE OR OUTAGE.

D. LIGHT FIXTURES WITH HATCHED SHALL BE WITH EMERGENCY
BALLAST AND BATTERY TO SUPPORT 2 LAMPS WITH FULL LUMENS
OUTPUT FOR A MIN. OF 32 MINS AND TO PROVIDE A MIN. OF | FC.
AT THE FLOOR LEVEL PER CODE.

E. REFER TO LIGHT FIXTURE SCHEDULE FOR ADDITIONAL
INFORMATION. TYPICAL LIGHT FIXTURE TYPES ARE SHOUN IN ONE
AREA AND SHALL BE TYPICAL IN OTHER SIMILAR AREA.

F. COORDINATE MOUNTING HEIGHT AND LOCATIONS OF LIGHT

FIXTURES WITH ARCHITECT.

G. CONTRACTOR SHALL PAY FOR ALL RELATED EXPENSES TO

PROVIDE A COMPLETE AUTOMATIC LIGHTING CONTROL SYSTEM
PER AHJ AND [ECC.

H. CONTRACTOR SHALL INCLUDE IN BID TO PROVIDE A COMPLETE

FIRE ALARM SYSTEM WITH SMOKE DETECTORS, FIRE DAMPERS,
TAMPER AND FLOW SWITCHES AS REQUIRED PER NEC AND AHJ.

l. PROVIDE EMERGENCY PULL ALARM SYSTEM AND DEVICES AS
REQUIRED.

J. CONTRACTOR SHALL PROYIDE CONDUITS ¢ OUTLETS FOR

TELEPHONE AND CABLE T.v. SERVICE. RUN NEW SERVICES TO THE
PROPERTY LINE PER UTILITY COMPANY SPECS. AND
REQUIREMENTS.

K PROVIDE DOOR ALARMS AT LOCATION PER ARCHITECTURAL

PLANS AND TIE IN ALARM DEYICES DOOR ALARM SYSTEM AS
REQUIRED. COORDINATE INSTALLATION WITH ARCHITECT.

L. ALL EXTERIOR LIGHTS AND SIGNS SHALL BE CONTROLLED VIA
PHOTOCELL UNLESS OTHERWISE NOTED.

M. NO MORE THAN & OUTLETS ALONG THE CORRIDOR SHALL BE

CONNECTED TO EACH 120V, 20A CIRCUIT IN THE PUBLIC AREA AND
NO MORE THAN T OUTLETS PER CIRCUIT IN EACH GUEST ROOM.
PROVIDE DEDICATED CIRCUIT AS REQUIRED.

N. CONNECT ALL ELECTRICAL PER ASSOCIATED PANEL SCHEDULE.

REFER TO PANEL SCHEDULE SHEETS FOR ADDITIONAL
INFORMATION.

O. ALL EXTERIOR MOUNTED EQUIPMENT SHALL BE WEATHERPROOF

NEMA-3R RATED.

P. LIGHT FIXTURES SHALL BE CONTROLLED BY LIGHT SWITCH OR

SWITCHES AS SHOUN WITHIN THE SAME ROOM UNLESS OTHERWISE
NOTED.

Q CONNECT LIGHT FIXTURES TO CIRCUIT AS SHOUN IN ROOM UNLESS

OTHERWISE NOTED.

R EMERGENCY FROG EYE LIGHT FIXTURES SHALL BE AHEAD OF

LIGHTING CONTROL MEANS UNLESS OTHERWISE NOTED.

8. STAIRWAY LIGHTS SHALL BE AHEAD OF BUILDING AUTOMATIC

LIGHTING CONTROL MEANS. PROVIDE DEDICATED CIRCUIT AS
SHOUN 120V, 20A TO SERVE STAIRWAY LIGHTS ALONG THE SAME
STACK ACCORDINGLY (IST TO 4TH FLOOR).

T. WHEN BI-LEVEL SWITCHING IS UTILIZED, ALL LIGHT FIXTURES WITHIN

THE SAME ROOM SHALL BE CONTROLLED AS FOLLOWS UNLESS
OTHERWISE NOTED.

3-LAMP FIXTURE
(2) LAMPS ON ONE SWITCH
(1) LAMP ON OTHER SWITCH

2 LAMP FIXTURE
EACH LAMP SHALL BE CONTROLLED SEPARATELY.

4-LAMP FIXTU
(2) LAMPS ON SEPARATE SWITCHES

U PROVIDE SPECIAL OUTLETS WITH APPROPRIATE NEMA

CONFIGURATION AS REQUIRED PER UL AND NEC.

Y. PROVIDE EMERGENCY LIGHT FIXTURE OUTSIDE THE BUILDING AT

EACH EXIT PER CODE AND AHJ. CONTRACTOR SHALL INCLUDE
ALL EXPENSES.

REVISIONS BY

MAIN SWITCHBOARD

MARKET CENTER - LOCATION 6482
DALLAS, TEXAS

INNS @ SUITES

LQUINTA

02/17/10 10:23 AM
DESCRIPTION WIRE&COND. C.B. | LIGHT | RECP | MOTOR | HEAT A B ¢ HEAT | MOTOR | RECP | LIGHT | CB. WIRE&COND. DESCRIPTION
PANEL 1A 442/0, #66., 2°C. 150/3 1]* 10560 150/3 442/0, #66., 2"C. ELEVATOR
— — 3 * 10560 - (SHUNT TRIP)
— — 5 * 10560 o
PANEL 1B 444/0, $4G., 2 1/2°C. 225/3 7 |* . 150/3 442/0, #66., 2°C. PANEL 2A
—_— 9 —_— —_—
_— _— 1 * _— _—
PANEL 1C 442/0, §66., 2°C. 150/3 13|* 200 20/3 3§10, #10G., 3/4°C. PUMPS SEWAGE
— — 15 * 200 o —
_ _ 17 * 200 —
PANEL 1AC 2 SETS OF 4§4/0, #1G., 2 1/2°C.| 400/3 19 [* . 150/3 442/0, #66., 2°C. PANEL 2B
—_— _— 21 —_— —_—
_— _— 23 * _— _—
AC—2 (7.2KW) 446, #8G., 1 1/4°C. 40/3 4400 |25]* 150/3 442/0, #66., 2°C. PANEL 2C
60A/3P/40A — 4400 (27| * -— -—
- 4400 |29 * — —
AC-9 (7.2KW) 446, #8G., 1 1/4°C. 40/3 4400 | 31|* 150/3 442/0, #66., 2°C. PANEL2D
60A/3P/40A — 4400 33| * - -
- 4400 |35 * — —
PANEL 2F 442/0, $6G., 2"C. 150/3 37|* . 150/3 442/0, #66G., 2°C. PANEL2E
—_— —_— 39 —_— —_—
_— _— 41 * _— _—
THIS SEC SUBTOTAL (VA) 0 0 0 [26400 0 32280 | © THIS SEC SUBTOTAL (VA)
SUBTOTAL (VA) 0 SUBTOTAL (VA)
SUBTOTAL (VA) 0 0 0 [26400 0 32280 [ O SUBTOTAL (VA)
NOTE: DESIGN | DESIGN NOTES:
PROVIDE FEED—THROUGH LUGS FOR OTHER SECTIONS LOAD TYPE FACTOR | kVA | AMPS PROVIDE U.G. SECONDARY FROM PAD MTD.
DESCRIPTION VOLT/PH/WIRE ﬁo\»o%\%\:_ LIGHT 1.25 152.9 | 424.7 TRANSFORMER TO EXTERIOR PAD MTD. SERVICE
MSB MOUNT PAD RECP. NEC | 300.8 |835.4 ENTRANCE SWITCHBOARD "MSA * WITH
NEMA 3R MAIN SIZE MLO MOTOR NEC | 738 |205.0 8 SETS OF 4#500 CU. KCMIL, 4"C. AND FROM
CIRCUIT BREAKER SERVICE ENTRANCE RATED MLO HEAT 1.00 | 387.9 |1077.6 SWITCHBOARD "MSA” TO SWITCHBOARD "MSB” WITH
TYPE TYPE SWITCHBOARD KITCHEN NEC 00 | 00 8 SETS OF 4#500 CU. KCMIL, , #500 KCMIL G., 4"C.
S1 AC 65000 IMISC 1.00 | 398 |110.6
BUS SIZE 3000A TOTAL 955.2 [2653.3
1. PROVIDE HACR BREAKER TO SERVE EACH HVAC UNIT AND PROVIDE LOCAL DISCONNECT WITH MOCP FUSE RATING AS REQUIRED.
2. CONTRACTOR SHALL VERIFY EXACT LOCATION OF EACH MOTORIZED DAMPER WITH HVAC AND PROVIDE 120V POWER AS REQUIRED.
3. ALL EXTERIOR EQUIPMENT SHALL BE WEATHERPROOF TYPE OR WITH NEMA 3R ENCLOSURE.
4. PROVIDE NEUTRAL WIRE WITH THE SAME SIZE AS PHASE CONDUCTOR TO EACH CIRCUIT AS REQUIRED.
0217 /10 10:24 AM MAIN SWITCHBOARD
DESCRIPTION WIRE&COND. C.B. | LIGHT | RECP A B ¢ |wmoTor| Recp LIGHT C.B. WIREACOND. DESCRIPTION
PANEL 3A 442/0, #66., 2"C. 150/3 43|* 44| 10560 150/3 442/0, #66., 2°C. ELEVATOR
— - 45| * |46] 10560 - (SHUNT TRIP)
_ . 47 *148| 10560 -
PANEL 3B 442/0, #66., 2°C. 150/3 49|* 50 150/3 442/0, #66., 2°C. PANEL 48
- - 51 * 52 - -
—— — 53 *|54 — —
PANEL 3C 442/0, #6G., 2°C. 150/3 55|* 56 150/3 442/0, $#6G., 2°C. PANEL 4C
—— — 57 * 58 — —
- - 59 *160 - -
PANEL 3D 442/0, #66., 2°C. 150/3 61|* 62 150/3 442/0, #66., 2"C. PANEL 4D
- - 63 * 64 - -
— — 65 *166 — —
PANEL 3E 442/0, #6G., 2°C. 150/3 67|* 68 150/3 442/0, $#6G., 2°C. PANEL 4E
— — 69 * 70 — —
—— - 71 *|72 - —
PANEL 3F 442/0, #66., 2"C. 150/3 73|* 74 150/3 442/0, #66., 2"C. PANEL 4F
—— - 75 * 76 - —
- - 77 *|78 - —_—
PANEL 4A 442/0, #6G., 2"C. 150/3 79|* 80 100/3 442/0, $#66G., 2"C. PANEL 1POOL
- - 81 * 82 - —_—
— — 83 *|84 — —
THIS SEC SUBTOTAL (VA) 0 0 31680 0 0 THIS SEC SUBTOTAL (VA)
SUBTOTAL (VA) SUBTOTAL (VA)
SUBTOTAL (VA) 0 0 31680 0 0 SUBTOTAL (VA)
NOTE:
PROVIDE FEED-THROUGH LUGS FOR PNL SECTION 2.
DESCRIPTION VOLT/PH/WIRE _no\~8<\u_u\i
MSB MOUNT PAD NOTES:
NEMA 3R MAIN SIZE MLO PROVIDE U.G. SECONDARY FROM PAD MTD.
CIRCUIT BREAKER SERVICE ENTRANCE RATED TRANSFORMER TO EXTERIOR PAD MTD. SERVICE
TYPE TYPE SWITCHBOARD ENTRANCE SWITCHBOARD "MSA " WITH
S2 AC 65000 8 SETS OF 4#500 CU. KCMIL, 4"C. AND FROM
BUS SIZE 3000A SWITCHBOARD "MSA” TO SWITCHBOARD "MSB” WITH
1. PROVIDE HACR BREAKER TO SERVE EACH HVAC UNIT AND PROVIDE LOCAL DISCONNECT WITH MOCP FUSE RATING AS REQUIRED. 8 SETS OF 4#500 CU. KCMIL, , #500 KCMIL G., 4"C.
2. CONTRACTOR SHALL VERIFY EXACT LOCATION OF EACH MOTORIZED DAMPER WITH HVAC AND PROVIDE 120V POWER AS REQUIRED.
3. ALL EXTERIOR EQUIPMENT SHALL BE WEATHERPROOF TYPE OR WITH NEMA 3R ENCLOSURE.
4. PROVIDE NEUTRAL WIRE WITH THE SAME SIZE AS PHASE CONDUCTOR TO EACH CIRCUIT AS REQUIRED.
02/17 /10 10:25 AM MAIN SWITCHBOARD
DESCRIPTION WIRE&COND. C.B. | LIGHT | RECP | MOTOR | HEAT B ¢ RECP | LIGHT | C.B. WIRE&COND. DESCRIPTION
3 POLE 400A SPACE
*
. 3 POLE 400A SPACE
3 POLE 400A SPACE . 3 POLE 400A SPACE
3 POLE 400A SPACE . 3 POLE 400A SPACE
THIS SEC SUBTOTAL (VA) 0 0 0 0 0 THIS SEC SUBTOTAL (VA)
SUBTOTAL (VA) SUBTOTAL (VA)
SUBTOTAL (VA) 0 0 0 0 0 SUBTOTAL (VA)

NOTE:
PROVIDE_FEED—THROUGH LUGS FOR PNL SECTION 2.
DESCRIPTION VOLT/PH/WIRE 120/208V /3P /4W
MSB MOUNT PAD
NEMA 3R MAIN SIZE
CIRCUIT BREAKER MAIN TYPE MLO
TYPE TYPE SWITCHBOARD
S3 AIC 65000
BUS SIZE 3000A

1. PROVIDE HACR BREAKER TO SERVE EACH HVAC UNIT AND PROVIDE LOCAL DISCONNECT WITH MOCP FUSE RATING AS REQUIRED.
2. CONTRACTOR SHALL VERIFY EXACT LOCATION OF EACH MOTORIZED DAMPER WITH HVAC AND PROVIDE 120V POWER AS REQUIRED.

3. ALL EXTERIOR EQUIPMENT SHALL BE WEATHERPROOF TYPE OR WITH NEMA 3R ENCLOSURE.
4. PROVIDE NEUTRAL WIRE WMITH THE SAME SIZE AS PHASE CONDUCTOR TO EACH CIRCUIT AS REQUIRED.

NOTES:

PROVIDE U.G. SECONDARY FROM PAD MTD.
TRANSFORMER TO EXTERIOR PAD MTD. SERVICE
ENTRANCE SWITCHBOARD "MSA ” WITH

8

SETS OF 4#500 CU. KCMIL, 4”C. AND FROM

SWITCHBOARD "MSA” TO SWITCHBOARD "MSB” WITH

8

SETS OF 4#500 CU. KCMIL, , #500 KCMIL G., 4"C.

(firm #1447)

6006

Arlington, Texas

Fax.817.887.3300
amok@mok—associates.com

05410

THE SEAL APPEARING ON THIS DOCUMENT WAS AUTHORIZED BY ANDREW J. MOK
P.E. #83057 ON MAY 24, 2010 FOR THE PURPOSE OF BIDDING, PERMITTING &
& REVIEW ONLY. ALTERATION OF A SEALED DOCUMENT WITHOUT PROPER
NOTIFICATION TO THE ABOVE ENGINEER IS AN OFFENSE TO THE TEXAS STATE
BOARD RULES.

MOK Associates Inc.

P.0. Box 201459

Ph.817.522.3925
E—mail address:
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