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DALLAS, TEXAS

MECHANICAL

MARKET CENTER - LOCATION 6482

LaQuinta Inn and Suiltes

THIRD FLOOR PLAN—HVAC
SCALE: 1/8" = 1'-0"

FAX: 817/649-8410

SUITE 145

FORT WORTH, TEXAS 76120

GENERAL NOTES : KEYED NOTES :

. LOCATE OUTSIDE AIR INTAKES MINIMUM 1 14'x12" RA DUCT DOUN TO PLENUM BELOW AC INIT.
10'-0" FROM VENTS, EXHAUSTS & FLUES. 2. OA DUCT DOUN TO RA DUCT OR PLENUM WITH DAMPER.
3. (2) RAG WITH TRANSFER DUCT. SIZE OF GRILLES
2. COORDINATE AC. UNIT LOCATIONS, AIR DEVICE AND DUCT AS INDICATED.
LOCATIONS AND DUCT ROUTING WITH STRUCTURAL
MEMBERS AND ADJUST ACCORDINGLY.

3. PROVIDE ALL CONDENSING UNITS WITH CONCRETE PADS.

4. PROVIDE %" CONDENSATE DRAINS FROM ALL COOLING
COILS, DRAIN TO NEAREST FLOOR DRAIN. PTACS ON
FIRST FLOOR SHALL DRAIN TO DRY WELLS.

5. PROVIDE FIRE DAMPER, SMOKE DAMPERS, ¢ FIRE/SMOKE
DAMPERS AS REQUIRED BY THE AUTHORITIES HAVING
JURISDICTION.

6. SIZE AND INSTALL REFRIGERANT PIPING PER
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7. PROVIDE COMBUSTION AIR TO ALL GAS APPLIANCES
PER CODE REQUIREMENTS.

8. CONSTRUCT RA PLENUMS BELOW SPLIT INDOOR UNITS SUCH THAT Drawn

FLOOR DRAINS ARE ACCESSIBLE PER CODE REQUIREMENTS,
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THE SEAL APPEARING ON THIS DOCUMENT WAS AUTHORIZED BY JAMES SIDNEY HARVEY
P.E. #84297 ON MAY 24, 2010 FOR THE PURPOSE OF BIDDING, PERMITTING &
& REVIEW ONLY. ALTERATION OF A SEALED DOCUMENT WITHOUT PROPER NOTIFICATION
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