LIGHT FIXTURE SCHEDULE (LA QUINTA — DALLAS)

TYPE MANUFACTURER DESCRIPTION LAMP VOLTS [ NO. RATED WATT INPUT WATT LAMP MOUNTING LOCATION
& CATALOG NUMBER OF PER PER TYPE
LAMPS LAMP FIXTURE
L—1 [TRINITY LIGHTING CLI-401LT40 14" CEILING MOUNTED BATH FIXTURE / BRUSHED NICKEL, 2-PL13 / 835 120 2 13 28 FLUOR. SURFACE GUEST ROOM
WHITE FROSTED, ACRYLIC BATH CEILING
L-2 |TRINITY LIGHTING CLI-408LT40 14 ” CEILING MOUNTGUEST ROOM FIXTURE / BRUSHED NICKEL, 2-PLC13 / 835 120 2 13 28 SURFACE GUEST ROOM
WHITE FROSTED ACRYLIC CEILING AT ENTRY
L-3 |SEAGULL LIGHTING CLI-405994—1540 CEILING LIGHT, CORRIDOR LIGHT, WHITE ACRYLIC DIFFUSER 1-32W CIRCLINE / 835 120 1 32 35 FLUOR. SURFACE CORRIDOR
P—2 [SONNEMAN CLI-6020.51PURI LOBBY CEILING PENDANT, BLACK BRASS FINISH, 5-40 / T10 120 5 40 220 FLUOR. PENDANT LOBBY
BRONZE ORGANZA FINISH, 48"
P-3 [SONNEMAN CLI-6020.51PURI MEETING ROOM PENDAT, BLACK BRASS FINISH, 5-40 / T10 120 5 40 220 FLUOR. PENDANT MEETING ROOM
BRONZE ORGANZA FINISH, 24"
P-4 |[SONNEMAN CLI-6020.51PURI CORRIDOR PENDANT, BLACK BRASS FINISH, 5-40 / T10 120 5 40 220 FLUOR. PENDANT CORRIDOR
BRONZE ORGANZA FINISH, 24"
S—-2 |[HALLMARK LIGHTING CLI-D900-420 CORRIDOR SCONCE, FROSTED ACRYLIC LENS, 2-PLC 18 / 835 120 2 18 42 FLUOR. SURFACE CORRIDOR
10"WX15"HX4"D
S—-4 |EVERGREEN EXTERIOR WALL SCONCE, PEWTER FINISH 2—-F14T5 120 2 14 32 CANDELABRA SURFACE EXTERIOR BUILDING
GRA—W——214T5—-9WF—TLBL—WET—ADA-31" OPTIONAL: LIGHTWAY MERW-B
COOPER 674—WP
S-5 |CLI CLI-STSCONCE STAIRWELL SCONCE, MOUNT 8’ MIN. A.F.F. 2-PLC 13 / 835 120 2 13 28 FLUOR. SURFACE
COORDINATE W / DOORSWING
S—6 |HALLMARK LIGHTING CLI-D900-419 GUESTROOM ENTRY SCONCE, FROSTED ACRYLIC 1-PLC26 /835 120 1 26 28 FLUOR. SURFACE GUEST ROOM
LENS 8"WX12"HX4"D (OPTIONAL TO L-2) WALL SCONCE AT ENTRY
V=1 |AMERICAN FLUORESCENT GUEST BATH VANITY, 4 DECORATIVE FLUORESCENT, 2-F32 / T8 / 835 120 2 32 68 FLUOR. SURFACE GUEST BATH
CLI-CEV232PNE840 WHITE ACRYLIC ABOVE MIRROR
V=2 |[AMERICAN FLUORESCENT GUEST BATH VANITY, 36" DECORATIVE FLUORESCENT, 2-F25 / T8 / 835 120 2 25 58 FLUOR. SURFACE GUEST BATH
CLI-CEV225PNE840 WHITE ACRYLIC — ADA ABOVE MIRROR
F—2 |METALUX CLI-W232AUNVEB81U40 2 X 4 RECESSED ACRYLIC LENSED WRAPAROUND 2 LAMP, 2-F 32 / T8 SP 35 120 2 32 68 FLUOR. SURFACE
ELECTRONIC BALLAST
F-3 |METALUX CLI-SN132UNVEB81U40 4’ SINGLE LITE, ELECTRONIC BALLAST 1-F 32 / T8 SP 35 120 1 32 35 FLUOR. SURFACE
F-5 |METALUX CLI-W232AUNVEB81U40 WRAPAROUND 4’ 2 LAMP SURFACE LAMP, ELECTRONIC BALLAST 2-F 32 / T8 SP 35 120 2 32 68 FLUOR. SURFACE
F—-8 |FAIL SAFE CLI-FWW232120EB8140 WALL MOUNT FLUSH WITH CEILING p-32 W /T8 / SP 35| 120 2 32 68 FLUOR. SURFACE
H RAB CLI-VBR10040DG WALL MOUNTED IN ELEVATOR PIT ATTIC AREAS 114100 1-19 / 24 W / SR 120 1 100 100 FLUOR. SURFACE ELEVATOR PIT, ATTIC AREA
R-2 [HALO CLI-40H870-870C RECESSED COMPACT FLUORESCENT DOWNLIGHTW 1-PL28DTT-27K 120 1 28 32 RECESSED
8" NOMINAL APERTURE
R4 |HALO CLI-H283E406SC 6" RECESSED COMPACT FLUORESCENT W/ CLEAR REFLECTOR 2-CF 18 DTT / E / 835| 120 2 18 42 FLUOR. RECESSED
R-5 [HALO CLI-H283E424P 6" RECESSED CAN WITH ADJUSTABLE WALL WASH 2-CF 18 DTT / E / 835| 120 2 18 42 FLUOR. RECESSED
R-6 [HALO CLI-H5T40-5012W 5" RECESSED DOWNLIGHT W/ HIGH BAFFLE 1-50 R-20 120 1 50 58 RECESSED
R-7 [HALO CLI-H407T-378 RECESSED ADJUSTABLE WALL WASH W/ ALZAK CONE TO MATCH "R—6"| 1-50 PAR 30-NFL 120 1 50 58 RECESSED
GUEST ROOM
R-8 |[HALO CLI-H470ICAT999P 4” IC RATED 4" CAN WITH CLEAR RELECTOR AND WHITE TRIM RING 1-CFTR13W/GX24Q 120 1 13 15 RECESSED ABOVE DESK
XS,XD |SURE — LITES CLI-CCX70GWH LED SELF POWERED EXIT W/ GREEN LETTERS XS—SINGLE FACE, INCLUDED 120 - 15 15 LED SURFACE EXIT LIGHTS
XD DOUBLE FACE; UNIVERSAL MOUNT
XR |SURE — LITES CLI-ELX717000WHGW EDGE LIT WALL MOUNTED DECORATIVE EXIT SIGN INCLUDED 120 - 15 15 LED SURFACE/
WHITE W/ GREEN LETTERS RECESSED
X1 [ACTIVE SAFETY CLI-2002K ACTIVE SAFETY FIXTURE TO BE MOUNTED SELF LUMINOUS 120 - 15 15 LED SURFACE
6" ABOVE BOTTOM OF DOOR OFFSET
EM-1 |SURE — LITES CLI-CU1PCL DECORATIVE 2 LAMP EMERGENCY LIGHT INCLUDED 120 15 15 SURFACE EMERGENCY LIGHTS
AA  |SPAULDING CLI-RCSA4P20H4FQDBLSSP30HS 17’ S.S.S. POLE W/ 200 W METAL HALIDE HEADS 1~-MP200 / U / ED-28| 208 1 200 230 METAL POLE MOUNTED |PARKING
W/ TYPE IV NEMA DISTRIBUTION AND HOUSE SIDE SHIELD HALIDE
AB  [SPAULDING CLI-RCSA4P20H2PFQDBLSSP30HS 30’ S.S.S. POLE W/ 400 W METAL HALIDE HEADS 1~-MP200 / U / ED-28| 208 1 200 230 METAL POLE MOUNTED |PARKING
W/ TYPE Il NEMA DISTRIBUTION AND HOUSE SIDE SHIELD HALIDE
BB |HUBBELL CLI-LFMK150P8BZ 150 W METAL HALIDE FLOOD LIGHT NEMA 7 X 6 DISTRIBUTION 1-M 150 MH 208 1 150 170 METAL GROUND BUILDING WASH
FOR BUILDING ACCENT HALIDE
CC [PORTFOLIO CLI-M33575011302P RECESSED PORTE COCHERE LIGHTING 1-M 175 MH 120 1 175 200 METAL RECESSED PORTE COCHERE
HALIDE
DD |HUBBELL CLI-MHSK400P4681MHS4VGS BLACK DIECAST ALUMINUM W/ LOUVERS, FLOODLIGHT 1-M 400 MH 120 1 400 400 METAL ROOF AND TOWER LIGHT WASH
HALIDE GROUND
DD1  |LUMIERE CLI-M40HSFKS50MT 50W METAL HALIDE FLOOD LIGHT W/ NEMA 6 X 7 DISTRIBUTION 1-50 MH / MED 120 1 50 200 METAL GROUND PORTE COCHERE, LOBBY
HALIDE
HH |ARCHITECTURAL LANDSCAPE LIGHTING 8" ROUND, 24" CUSTOM HT. CLEAR LENS, 1-PL 7W / 27 120 1 7 9 FLUOR. GROUND TRELLIS, LOBBY, COURTYARD
CLI—(CUSTOM)KK—04—BZA40 ACRYLIC ANODIZED BRONZ FINISH
] PRESCOLITE ENTRY FOYER 100 W MH RECESSED DOWNLIGHT 1-M 100 MH 120 1 100 115 METAL RECESSED ENTRY DOWNLIGHT
CLI-LFHLV9100MHFEBSRFRTLGB24 8-1/2" CLEAR ALZAK REFLECTOR W/ WHITE TRIM HALIDE
JJ  |LUMIERE CLI-406000AMH70120SP1BZ/F73G DIRECT BURIAL UPLIGHT W/ 70 W MH; GREEN 1-M 70 MH 120 1 70 80 METAL GROUND LANDSCAPE UPLIGHT
HALIDE

SEE EXTERIOR POOL LIGHT FIXTURE
SCHEDULE FOR ADDITIONAL INFORMATION

REVISIONS BY

LIGHT FIXTURE SCHEDULE NOTES

1. LIGHT FIXTURE ON EMERGENCY SHALL HAVE BATTERY BACKUP TO PROVIDE AT LEAST ONE LAMP WITH FULL LUMENS OUTPUT FOR 90 MINS.
2. EMERGENCY LIGHT FIXTURES SHALL BE WIRED IN SUCH A WAY THAT EMERGENCY BALLAST WILL OPERATE ONLY WHEN THERE IS A POWER FAILURE REGARDLESS THE STATUS OF

THE ASSOCIATED LIGHTING CONTROLS MEAN.
3. ALL LIGHT FIXTURES SHALL BE CONTRACTOR FURNISHED/CONTRACTOR INSTALLED. LIGHTING PACKAGE PROPOSED BY THE CONTRACTOR SHALL BE SUBMITTED TO THE OWNER FOR

REVIEW AND APPROVAL PRIOR TO ORDERING.
4. CONTRACTOR SHALL PROVIDE LURTON LCP SERIES LIGHTING CONTROL RELAY PANEL TO CONTROL ALL INTERIOR LIGHTS IN THE LOBBY, FRONT DESK, FIRST FLOOR CORRIDOR AND THE BREAKFAST AREA.

5. LIGHTING CONTROL CONTROL RELAY PANEL SHALL ALSO CONTROL EXTERIOR LIGHTING AT THE PARKING, SITE, THE BUILDING SIGNS AND MONUMENT SIGNS, POOL AREA, LANDSCAPE
AND EXTERIOR BUILDING LIGHTING.

ALL EXTERIOR LIGHTING SHALL BE CONTROLLED VIA ASTRONOMIC TIMECLOCK AND PHOTOCELL PER CITY OF DALLAS GREEN BUILDING CODE AND IECC 2006.

6. LIGHTING IN THE MEETING ROOM SHALL BE CONTROLLED VIA DIMMERS. PROVIDE LUTRON LYNEO LX SERIES DIMMERS AND SWITCHES WITH CLARO SCREWLESS FACEPLATES PER MANUFACTURER'S SPECS.
PROVIDE ALL DIMMING BALLASTS AT EACH LIGHT FIXTURE AS REQUIRED.

7. PROVIDE LUTRON LOS—CDT SERIES DUAL TECHNOLOGY (PASSIVE—INFRARED/ULTRA—SONIC) OCCUPANCY SENSORS TO CONTROL LIGHTING IN THE FITNESS CENTER, PUBLIC RESTROOMS AND

OTHER NON—MECHANICAL BACK OF HOUSE AREAS.

PROVIDE WALL AND/OR CELING SENSORS WITH WALL MOUNTED OVERRIDE SWMITCH AT THE ROOM ENTRY. ALL SESNORS SHALL BE SIZED FOR SPACE PER MANUFACTURER'S RECOMMENDATIONS

AND SPECIFICATIONS. PROVIDE ADDITIONAL SENSORS AS REQUIRED.

8. ALL FLUORESCENT LAMPS SHALL BE 2700K KELVIN RATED THROUGHOUT THE FACILITY PER LA QUINTA STANDARD. PROVIDE 3500K ONLY WHEN IT IS REQUIRED BY IECC OR CITY OF DALLAS GREEN CODE.
9. ALL FLUORESCENT LAMPS SHALL BE T—8 WITH ELECTRONICS BALLASTS UNLESS OTHERWISE NOTED.

10. CONTRACTOR SHALL COORDINATE WITH ARCHITECT FOR EXACT MOUNTING HEIGHT AND COLOR FINISHED OF EACH TYPE PRIOR TO ORDERING.

11. CONTRACTOR SHALL INCLUDE IN BID TO PAY FOR ALL RELATED EXPENSES TO COMPLETE THE INSTALLATION PER APPLICABLE CODES & MANUFACTURER’S SPECS./RECOMMENDATIONS.

12. FURNISH/INSTALL ELECTRONICS BALLASTS WITH NUMBER OF BALLASTS AS REQUIRED AT EACH FLUORESCENT LIGHT FIXTURE.

13. CONTRACTOR SHALL INCLUDE IN BID TO PROVIDE ADDITIONAL EMERGENCY LIGHTS AND EXIT SIGNS WHEN THEY ARE REQUIRED BY AJH.
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THE SEAL APPEARING ON THIS DOCUMENT WAS AUTHORIZED BY ANDREW J. MOK
P.E. #83057 ON MAY 24, 2010 FOR THE PURPOSE OF BIDDING, PERMITTING &
& REVIEW ONLY. ALTERATION OF A SEALED DOCUMENT WITHOUT PROPER
NOTIFICATION TO THE ABOVE ENGINEER IS AN OFFENSE TO THE TEXAS STATE
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