GENERAL FIRE SPRINKLER NOTES:

. THE AREAS SHALL BE COMPLETELY FIRE SPRINKLERED WITH A GROUP/OCCUPANCIES

HYDRAULICALLY CALCULATED WET PIPE SPRINKLER SYSTEM.

. ALL FIRE LINES SHALL BE PAINTED RED WHERE EXPOSED (IN FINISHED AREAS).
. ALL YALVES SHALL BE EQUIPPED WITH A TAMPER SWITCH, EXCEPT DRAIN YALVES.
. CONTRACTOR SHALL REVISE LOCATIONS OF PIPING AS SHOUN, TO MEET UNFORESEEN CONDITIONS

OR CONTRACTOR'S REQUIREMENTS. PREPARE SHOP DRAWINGS AS REQUIRED. SUBJECT TO
APPROVAL OF THE STATE INSURANCE AUTHORITIES AND THE LOCAL AUTHORITIES.

. ALL DIMENSION AND CONDITIONS SHALL BE CHECKED AND VERIFIED BY CONTRACTOR AT SITE.

ALL PIPING AND EQUIPMENT, LOCATIONS, SIZES, AND DIMENSIONS SHALL BE CHECKED AND
VERIFIED AT BUILDING SITE.

. REFER TO ARCHITECTURAL DRAWINGS FOR EXACT LOCATIONS OF WALLS,

2.

CEILING HEIGHTS, AND PARTITIONS.

. CONTRACTOR SHALL COORDINATE FINAL LOCATIONS OF SPRINKLER HEADS FROM THE
ARCHITECTURAL REFLECTING CEILING PLANS, AND OTHER TRADES. HEADS SHALL BE CENTERED

IN TILE.

. COMPLETED SPRINKLER SYSTEM SHALL BE ACCEPTABLE TO THE 'AUTHORITY HAVING JURISDICTION.

. PRIOR TO BID SUBMITTAL THE CONTRACTOR SHALL FAMILIARIZE HIMSELF WITH ALL ARCHITECTURAL
AND STRUCTURAL DRAUWINGS. CONTRACTOR SHALL REFER TO ARCHITECTURAL DRAUWINGS TO VERIFY
FLOOR PLAN SCALE OF MECHANICAL DRAWINGS PRIOR TO ANY QUANTITATIVE TAKE-OFF OF MATERIAL

SPRINKLER SYSTEM PIPING (ALL FEED MAINS AND BRANCH LINES) SHALL BE HYDRAULICALLY SIZED
CONTRACTOR 1S RESPONSIBLE FOR COORDINATING PIPING LAYOUT WITH BEAMS AND GUIDES, ALL

DUCTWORK, DIFFUSERS, LIGHTING, FIXTURES, OTHER PIPING, ETC. SEE ARCHITECTURAL REFLECTED

CEILING, PLANS AND DRAWINGS OF ALL RESPECTIVE TRADES.

. CONTRACTOR SHALL NOT SCALE DRAWINGS.

. IN AREAS WHERE THERE 1S NO FINISHED CEILING OR BEAMS ARE EXPOSED, CONTRACTOR SHALL
COORDINATE SPRINKLER HEAD LOCATIONS WITH STRUCTURE MEMBERS TO INSURE CODE COMPLIANCE]

®

GENERAL PLUMBING NOTES:

.

»

8.

Q.

ALL DIMENSION AND FIELD CONDITIONS SHALL BE CHECKED AND VERIFIED BY
CONTRACTOR AT SITE, ALL NEW PIPING, EQUIPMENT, LOCATIONS, SIZES, SCALES,
AND DIMENSION SHALL BE CHECKED AND VERIFIED AT SITE.

CONTRACTOR TO CHANGE LOCATION OF NEW PIPING, AS SHOWN, TO MEET FIELD
CONDITIONS.

CONTRACTOR SHALL NOT SCALE DRAWINGS.
ANY PENETRATIONS OF THE CLG. WALLS OR FLOORS SHALL BE RESTORED TO

THE ORIGINAL FIRE RATINGS, EXISTING CONDITIONS.
SLEEVE, SEALED, AND ESCUTCHEONED..

CONTRACTOR SHALL LAYOUT HIS WORK FROM ACTUAL FIELD MEASUREMENTS AND

ACTUAL DIMENSIONS OF EQUIPMENT INSTALLED, ALL PIPING AND EQUIPMENT OF

ALL TRADES SHALL BE PROPERLY COORDINATED AND SET TO MAINTAIN REQUIRED
CLEARANCES. CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ALL LOCATIONS

SUBJECT TO APPROVYAL OF ARCHITECT.

REFER TO ARCHITECTURAL DRAWINGS FOR EXACT LOCATIONS OF ALL WALLS,
PARTITIONS, CEILING HEIGHTS, AND EQUIFPMENT.

CONTRACTOR SHALL OBTAIN ALL DIMENSIONS AND STRUCTURAL AND

ARCHITECTURAL DATA FROM THE ARCHITECTURAL DRAUWINGS AND NOT FROM THE
MECHANICAL DRAWINGS PRIOR TO BID SUBMITTED AND PERFORMING WORK TASK.

CONTRACTOR SHALL RUN LINES AS HIGH AS POSSIBLE. OFFSET TO FOLLOW THE
CHANGE IN BUILDING ELEVATIONS.

CONTRACTOR TO CONTACT OUNER'S REPRESENTATIVE TO COORDINATE ALL CORE

DRILLING WITH BUILDING OFPERATIONS.

12. REFER TO ARCHITECTURAL DRAUWINGS FOR EXACT LOCATION OF FLOOR DRAINS

AND PLUMBING FIXTURES.

. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS AND LOCATIONS OF
EXISTING UTILITIES PRIOR TO COMMENCEMENT OF WORK.

12. EXISTING WASTE, WATER, OR VENT LINES FOUND INADEQUATE IN OPERATION
SHALL BE THE CONTRACTORS RESPONSIBILITY TO HAVE THESE SERVICES
MADE USABLE.

13. PRIOR TO BID SUBMITTAL THE CONTRACTOR SHALL FAMILIARIZE HIMSELF WITH
ARCHITECTURAL DRAUWINGS. CONTRACTOR SHALL REFER TO ARCHITECTURAL

PLUMBING FIXTURE SCHEDULE

MARK | FIXTURE TYPE | SIZE MANUFACTURER COLOR | CARRIER CONNECTIONS REMARKS
& MODEL NO. TRAP | SAN [VENT | cw | HW
w1 |WATER FLR MTD | STANDARD| TOTO wHTEl —— | & | # |2 17| — | PROVIDE W/ WHITE CLOSED FRONT ELONGATED SEAT,
CLOSET ELONG'D |DRAKE MODEL CST744S CHURCH MODEL #130 (1.6 GAL. PER FLUSH). NOTE 1,2,10
werr |H.C. WATER [FLR MTD [H.C. TOTO WHTEl —— | ¥ | & |2 12| — | PROVIDE W/ WHITE CLOSED FRONT ELONGATED SEAT,
CLOSET ELONG'D | DRAKE MODEL CST744L AUTOMATIC' FLUSH VALVE (1.6 GAL. PER FLUSH). NOTE 1,2,10,12
woin |WATER FLR MTD | STANDARD| AMERICAN STANDARD WHTEl —— | ¥ | # |2 12| |PROVIDE W/ OLSONITE MODEL #95-55 SEAT & AUTOMATIC
CLOSET F. VALVE |ELONG'D |2234.015 FLUSH VALVE (1.5 GAL. PER FLUSH). NOTE 1,2,10
w1 ar|H-C. WATER [FLR MTD [H.C. | AMERICAN STANDARD wHTEl —— | & | # |2 12| - | PROVIDE W/ OLSONITE MODEL 9555 SEAT & AUTOMATIC
CLOSET F. VALVE | ELONG'D | 3043.102 FLUSH VALVE (1.5 GAL. PER FLUSH). NOTE 1,2,10,12
WALL AMERICAN STANDARD WADE , . = | _ | PROVIDE AUTOMATIC FLUSH VALVE (1.0 GAL. PER
URT  |URINAL HUNG - ALLBROOK 1.0 6541.132 WHITE| w200 | = | ¥ [1V/Z]1 FLUSH) NOTE 11
UNDER AMERICAN STANDARD . v 172 (17 [ 1757 | PROVIDE W/ AMERICAN STANDARD MODEL 2385.400 TRIM
LVI  |LAVATORY COUNTER | 2! X 17 | 0197 5o} WHITE| —— | 11/ | 1/201/8 1/2 |1/ (G1es 5.3
UNDER AMERICAN STANDARD . Ir 272 17 [ <727 | PROVIDE W/ AMERICAN STANDARD MODEL 2385.400 TRIM &
LVIH  [LAVATORY | couNTER | 2! * 17 | 0497.991 WHITE | —— | D1/ /2004 1/2 112 0 Y MOLDED, P—TRAP. ANGLE VALVE INSULATION. NOTES 2.3.14
A.C. WALL AMERICAN STANDARD . Tr 272 17 [ 1757 | PROVIDE W/ AMERICAN STANDARD MODEL 2385.400 TRIM &
LVIAR | AvaTORY |HUNG |20 X 18 | 5355 012 WHITE | —— | 114 11200/ /2 /2 G MoLDED, P—TRAP. ANGLE VALVE INSULATION. NOTES 2.3.14
51 |BATHTUB & |__ B0 x 30 [A/S MODEL oau.omoMm_ozd WHTEl —— | 11/¢ [11/2 ] 1/¢ | 1/2 | 1/ | PROVIDE W/ SYWMONS MODEL S—76-2-BF-X—LP & SLOAN, WATERPIK MASSAGE —
SHOWER x 17 A/S MODEL 0165.060(LEFT) SHOWERHEAD, ITEM# Z7ZNVL623CGP, CHROME BODY, NOTES 2, 6, 13
51 |BATHTUB & | __ B0 x 30 [A/S MODEL oau.omoMm_o_L_d WHTEl —— | 1172 |11/ 11/ [1/2 | 1/2 [PROVIDE W/ SYMMONS MODEL S-76-600-B30~X-LP & SLOAN, WATERPIK MASSAGE—
SHOWER x 17 A/S MODEL 0165.060(LEFT) SHOWERHEAD, ITEM# Z7ZNVL623CGP, CHROME BODY, NOTES 2, 6, 13
51 ary | SHOWER — . T — — T —SYMMONS MODEL S—25-500—B30—X—LP, WATERPIK MASSAGE SHOWERHEAD,
FITTING ITEM# Z7ZNVL623CGP. CHROME BODY, NOTES 2, 6, 13
LAUNDRY _ [FLOOR |23 x 24 |AQUA GLASS — — . . T+ | /o> | PROVIDE W/ CHICAGO MODEL 891 TRIM
SK1 |SINK MTD x 13 MODEL 103000 2 2" V22 ,
SERVICE 24 x 24 [STERN WILLIAMS . . T | -7 | PROVIDE W/ CHICAGO MODEL 897 ROUGH FINISH & STERN
SK2 5Nk TERRAZZO| (5 MODEL SB—902 —- - 20 |28 /22 2 WihAMS MODEL T—35
DOUBLE JUST . . T+ 7> [ /o> | PROVIDE W/ AMERICAN STANDARD MODEL 4205.429 TRIN &
SK3 | BowL DROP—IN 120 x 37 | \iopEL DL—2037—A—GR S.S. - 3 322\ /T sE PRO-333 DISPOSER
TRIPLE JUST . . T+ [ <77 | PROVIDE W/ (2) CHICAGO MODEL 527—HAB—E1—369 & JUST
SK4  IgowL PROP—IN |49 x 19 | \\ohF| T —1949—A—GR S.S. - ¥ 3 V222 ODEL L35=316 TRIM & ISE PRO-333 DISPOSER
HAND WALL CRANE — . 2T [ 17| PROVIDE W/ AMERICAN STANDARD MODEL 2385.400 TRIM.
sks |HAN ias 15 x 12 [CRANE WHITE AR RN AR \
SINGLE COUNTER JUST — — o T > PROVIDE W/ CHICAGO 526CP TRIM
ske  [SINCL oo 15 x 15 |25 o on ve | 2l e
WALL [ TWO ELKAY — . . T -7 TWO LEVEL ADULT OR CHILD ADA MODEL
EWC  [FOUNTAIN | \i1p LEVEL  |MODEL EZSTL8C S.S. 2 | 2 2T
WASHER WALL |8 x 5 |SYMMONS — — ; ; 17 [17
WMB | Box MTD x 4 MODEL W—600—X 2" | 2 e
NOTES:
1. PROVIDE WITH BOLT CAPS.
2. PROVIDE WITH CHROME ANGLE STOP(S) AND SUPPLY(S).
3. PROVIDE 1 1/4” CHROME "P” TRAP.
4. PROVIDE 1 1/4” OFF—SET TAIL PIECE.
5. PROVIDE HANDI—CAP PIPE INSULATION KIT ON EXPOSED CW/HW AND WASTE PIPING, EQUAL TO TRUEBRO LAVGUARD #101 W/ #105
OFF—SET TAIL PIECE.
6. PROVDE 1 1/2” CHROME "P” TRAP.
7. MOUNT AT HANDICAPPED HEIGHT.
8. PROVIDE W/ DEEP SEAL "P” TRAP.
9. PROVIDE W/ TRAP PRIMER SYSTEM. INSTALL VALVE IN NEAREST PROPERLY SIZED CW LINE OF CONSISTENT USAGE. PROVIDE ACCESS

TO VALVES FOR MAINTENANCE.
10. REFER SPECIFICATION SECTION 15450 FOR FURTHER TRIM INFORMATION.

11. MOUNT SHOWER HEAD @ 72" ABOVE SHOWER FLOOR.

12. REFER PLUMBING PLANS FOR RIGHT OR LEFT HAND CONFIGURATIONS.

13.  WATERPIK MASSAGE SHOWERHEAD ADA MODEL # Z7ZNVL653CGP.

14. PROVIDE AUTOMATIC FAUCETS.

DIRAUINGS TO VERIPY FLOOR FLAN SCALE OF MECHANICAL DRAUINGS FRIOR TO GAS WATER HFATFR SCHEDULER
MARK | MANUFACTURER MODEL LocATioN | STORAGE |TEMP. RIGE | FECOVERY | NPUT | REMARKS| FLUE SIZE | AIR INTAKE
SEE ELECTRICAL WH-1234 | AO. &MITH BTH-129 MECH RM. oo . 20 | 222 | Lo Nex 4 4
\ [ :
2" UP TO
g-0" AFF. o | NOTE®:
Sy s
: OIL SEPARATOR :
I P e G R e d CIRCULATING PUMP SCHEDULL THERMOSTATIC MIXING
= i :
® | e n mp— VALVE SCHEDULE
ON GFI o_ﬁlb/ - | G MINIMUM PIT DIM. MARK | eon | TYFE SERVICE v en | e | &M | HEAD MANUFACTURER ¢ MODEL NUMBER
- — — 30"X30"x3e FT. VALVE ASSEMBLY MV
j AT . - DESIGNATION/DESCRIPTION vt
. | e crel | o | NLINE WH-1234 B | 1 | 12 | o-41 | @81 | TACOMODEL %400-508 A TIONSERVICE UTR HTR CLST.
& O © . HOT UATER INLET TEMP. o
@/ ) © BLENDED ATER TEMP. 5
- : \ 2
R _ ow WATER HAMMER/SHOCK ARRESTOR (SA) SCHEDULE SENSING RANGE (GPID 50
| PDI UNIT PRESSURE DROP THRU >
2 v TYPES A = c D" B - - - - - - - SYSTEM (PS.)
= 5 Ve drRA TN NS semveD | i | st | 3360 |Ma-ba |BBe330 |- - - - - ] ; MODEL NUMBER g6 2520-FRY
3 . 1 (4) TOGGLE SWITCH (TYP)
H z E/ N O © PeRREReE FPUH FROGEWALL | WALL HYDRANT UITH VACAM BREAKER
R o ® DuPLEX mECEPTACLE W HYDRANT t LOOSE KEY CONTROL SATIN BRONZE FINISH
o _;Er%gw @ FCO | FLOOR CLEANOUT | JOSAM 56040-2-22-41 GREASE INTERCEPTOR SCHEDULE
B R o 2 T TDu ALARM PANEL W/ WARNING HORN TO FIRE ALARM SYSTEM,
2/4 1P, 15/, 150 kP, COMPLETE SQUARE STL  (5) PUME PANEL PROVIDE 4 DEDICATED 204 CIRCUIT. GCO  |GRADE CLEANOUT| JOBAM B600-22 DESIGNATION | SERVICE TYPE | LOCATION I . UG
FLOAT CONTROL ASSEMBLY, HIGH WATER «2) %, :
© ALARM CONNECTION (@) 3" PYC PIPNG. TYPICAL. weo WALL CLEANOUT | JosAM 58720 - —
OIlL SEPARATOR: PPROX Y
ZURN IMODEL Z-1186-800, 50 G FLOW CAPACITY,  (10) H-0-A SWITCH FOR SUMP PUMP (SEE NOTE B) FD-1 FLOOR DRAIN | FIXT. TYPE: CAST IRON COMPLETE W/ DEEPS SEAL P-TRAP ¢ BRONZE = There™ [roLverimiene| ‘SLan CREASE CARACITY 1B"DIA X 35° HEIGHT 200 LBS.
1M LBS. 34" %22"WX24"H. ! ! @ CONNECT TO SANITARY ToP WADE # 1100STD. 3 AC.O.Z.V

ELEVATOR SUMP PUMP SYSTEM

SCALE N.T.S.

O

NOTEt INSTALL PER MANUFACTURER'S INSTRUCTIONS. PROVIDE COLLAR EXTENSION AS REQUIRED.
BASED ON TRAPZILLA MODEL TZ-16@ BY THERMACO, INC.

THE SEAL APPEARING ON THIS DOCUMENT WAS AUTHORIZED BY JAMES SIDNEY HARVEY
P.E. #84297 ON MAY 24, 2010 FOR THE PURPOSE OF BIDDING, PERMITTING &
& REVIEW ONLY. ALTERATION OF A SEALED DOCUMENT WITHOUT PROPER NOTIFICATION
TO THE ABOVE ENGINEER IS AN OFFENSE TO THE TEXAS STATE BOARD RULES.
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