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TYPE "X' FIRE RATED GYPSUM BOARD (5/8') AT
ALL WALL AND FLOOR/CEILING SYSTEMS.

FURRING CHANNELS SPACED 24' OC. (COORIDOR
SIDE OF WALL), WITH MINERAL WOOL BATT
INSULATION IN STUD CAVITY TO PROVIDE STC:

5@ PER TEST TL T1-138.

©. INTERIOR SIGNAGE TO BE ACCESSIBLE,
MOUNTED ACCORDING TO ACCESSIBILITY
DETAILS. REFER ACCESSIBILITY SHEET.

12. FIRE EXTINGUISHERS - 2A 10 BC RATED
EXTINGUISHERS SPACED NO MORE THAN 15 FEET
TRAVEL DISTANCE TO AN EXTINGUISHER.
PROVIDE RECESSED CABINETS WITH CABINET
RATINGS AS REQUIRED BY FIRE MARSHAL.

Il. PROVIDE HEARING IMPAIRED FIRE ALARM
DEVICES AS REQUIRED BY FIRE MARSHAL.

5. INSULATION:

EXTERIOR WALLS: 5 172" MIN. THICKNESS, R-19
ATTIC CEILING: R-38 BATT OR BLOUN.
INTERIOR PARTY WALLS: 3 172" SOUND BATT
CEILINGS: 3 172" SOUND BATT.

NOTES:

. COORDINATE FF4E WITH OUNERS SEFPERATE CONTRACTOR

2. VERIFY ALL BLOCKING REQUIREMENTS FOR FURNITURE, WALLHANGINGS, GRABE BARS,
ETC.. WITH OWNER PRIOR TO FRAMING.

3. PROVIDE 5 GUEST ROOMS WITH ACCOMMODATIONS FOR HEARING IMPAIRED.
(VISUAL ALARMS, NOTIFICATION DEVICES, AND TELEPHONES TO BE IN ACCORDANCE
WITH HEARING IMPAIRED TAS REQUIREMENTS.)
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@ SCALE: 1/8" = I'-2"
GENERAL NOTES: SQUARE FOOTAGES: || ROOM TYPE LEGEND
4. WALL YSTEM BETWEEN UNITS: 7. MOUNT ALL FIXTURES, ACCESSORIES AND 2. ELECTRICAL PANELS, FIRE EXTINGUISHER DESCRIPTION 15T FLOOR |2ND FLOOR |3RD FLOOR| 4TH FLOOR TOTAL
ROOM DIMENGIONS AND DETAILS, |~ 2x4 WOOD STUDS (STUD SPACING PER EQUIFMENT IN ACCORDANCE WITH TAS CABINETS, ETC.. LOCATED IN RATED PARTITIONS || FIRST FLOOR - 14156 OF-  ||[KiNnG rRooM 3 2 2 12 33
’ STRUCTURAL DRAWINGS), WITH 5/8' TYFPE "X REQUIREMENTS. SHALL BE BACKED WITH GTPSUM BOARD AS SECOND FLOOR = 14252 SF.
2 GRID LINES AND DIMENSIONS ARE TO CENTER GYPSUM BOARD, SCREWED TO RESILIANT REQUIRED TO MAINTAIN FIRE RATING OF WALL THIRD FLOOR = 142852 oF. ||[POUBLE ROOM 5 14 14 14 41
UINE OF WOOD STUDS FURRING CHANNELS SPACED 24' OC, ONE 8IDE 8. DO NOT 8CALE DRAWINGS. IF DIMENSIONS SYSTEM. FOURTH FLOOR = 328 oF. ||KING ROOM - SUITE _ 3 4 4 13
‘ ONLY, WITH MINERAL WOOL BATT INSULATION IN ARE IN QUESTION, OBTAIN CLARIFICATION FROM 2 ROOM - SUITE 2 | | | 3
STUD CAVITY TO PROVIDE $TC: 50 PER TEST TL ARCHITECT BEFORE CONTINUING WORK. 13. PROVIDE BLOCKING AND DRAFT STOPPING R
2 AT I SRR | T | . PR T ISRESTR || or sos00 o |[Sh2n20 52 e = [
ASSEMBLIES 3. IF DISCREPANCIES ARE FOUND IN THE FIRE RATINGS. . - |[DouBLE RooM - He. 2 | | | 3
’ 5. WALL SYSTEM BETWEEN UNITS AND DRAUINGS OR CONFLICTS BETWEEN THE KING SUITE - HC. | | ) ) 2
| HOUR CEILING/FLOOR ASSEMBLY: UL DESIGN CORRIDOR: ARCHITECTURAL DRAWNGS AND THOSE OF THE 4, PROVIDE ADD ALTERNATE TO OUNER FOR || ALL SQUARE FOOTAGES ARE 2 ROOM SUITE - HC _ o o 2 _
LEg . 2x4 WOOD STUDS (STUD SPACING PER ENGINEERS OCCUR NOTIFY ARCHITECT PRIOR TO BLOUN ROCK. WOOL INSULATION IN GUEST ROOM || APPROXIMATE AND SHALL BE R - HC.
THOUR WALL AGSEMBLY: UL DESIGN U] STRUCTURAL DRAWINGS), WITH 5/8' TYFPE "X PROCEEDING WITH WORK. PARTY WALLS ADJACENT TO PUBLIC SPACES OR|| vERIFIED BY cCONTRACTOR(S) TOTALS: ACCESSIBLE ROOMS 3 2 _ _ =
| HOUR CEILING (3RD FLOOR): UL DESIGN P522 GTPSUM BOARD, SCRELED TO RESILIANT MECHANICAL/EQUIPMENT ROOHMS. PRIOR TO BIDDING. - [toTAL RoOOMS 14 30 30 30 122
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